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HI-SPOT® ES111 /ESD111 AG ECO 

Xenon technology 

20% energy savings compared to Hi-SPOT ® ES111/ESD111 with same 

luminous intensity

Uniform, Symmetrical light beam 

With Integral anti-glare shield 

High lumen intensity 

100% dimmable 

Dichroic & Aluminized reflector optical 

For accent or decorative lighting in retail and commercial applications 

Unique 4 segmented W-shape filament for optimal focussing of light beam,  

resulting in less stray light

Less heat generation 

HI-SPOT® ES111 /ESD111 AG ECO
Code Description Watt Volt  Beam Cap Colour Luminous Average Packing
    Angle  Temp Intensity Rated Life  Qty.

Hi-SPOT ES111 ECO with anti-glare*        

0021264 Hi-SPOT  ES111 ECO 60W FL24º 60W 230V 24° GU10 2800K 3000 cd 2000 hrs 15

0021266 Hi-SPOT  ES111 ECO 60W  FL24º 60W 240V 24° GU10 2800K 3000 cd 2000 hrs 15

         

Hi-SPOT ESD111 ECO Dichroic with anti-glare*        

0021265 Hi-SPOT  ESD111 ECO 80W FL24º 80W 230V 24° GZ10 2900K 5000 cd 2000 hrs 15

0021267 Hi-SPOT  ESD111 ECO 80W FL24º 80W 240V 24° GZ10 2900K 5000 cd 2000 hrs 15

* To be available from September 2010 

GU10 GZ10

Friendly
NO MERCURY

GZ10/ESD
versions

60W = 75W
80W = 100W

Wattage Comparison



1m

2m

3m

4m

425mmØ

850mmØ

1275mmØ

1700mmØ

75W

3500lx

875lx

389lx

219lx

100W

5000lx

125lx

556lx

313lx

24º

100W

12000lx

3000lx

1333lx

750lx

1m

2m

3m

4m

175mmØ

350mmØ

525mmØ

700mmØ

10º

TUNGSTEN HALOGEN
www.sylvania-lamps.com5656

   
HI-SPOT® ES111/ESD111 AG

Mains voltage alternative to Sylvania SA111 aluminium reflector lamp 

With integral anti-glare shield option 

Halogen light without the need for a transformer 

Installing and changing lamps made easier with the ‘twist and lock’                           

GU10 and GZ10 caps

For accent or decorative lighting in retail, commercial and domestic applications 

HI-SPOT® ES111/ESD111 AG
Code Description Watt Volt  Beam Cap Colour Luminous Average Packing
    Angle  Temp Intensity Rated Life  Qty.

Hi-SPOT ES111 without anti-glare        

0022221 Hi-SPOT ES111 75W FL24º 75W 230V 24° GU10 2800K 3000 cd 2000 hrs 15

0022223 Hi-SPOT ES111 75W FL24º 75W 240V 24° GU10 2800K 3000 cd 2000 hrs 15

Hi-SPOT ES111 with anti-glare        

0022224 Hi-SPOT ES111 75W FL24º 75W 230V 24° GU10 2800K 3500 cd 2000 hrs 15

0022225 Hi-SPOT ES111 75W FL24º 75W 240V 24° GU10 2800K 3500 cd 2000 hrs 15

Hi-SPOT ESD111 Dichroic with anti-glare        

0022229 Hi-SPOT ES111 100W SP10º 100W 230V 10º GZ10 2900K 12000 cd 2000 hrs  15

0022227 Hi-SPOT ES111 100W FL24º 100W 230V 24º GZ10 2900K 5000 cd 2000 hrs  15

0022228 Hi-SPOT ES111 100W SP10º 100W 240V 10º GZ10 2900K 12000 cd 2000 hrs  15

0022226 Hi-SPOT ES111 100W FL24º 100W 240V 24º GZ10 2900K 5000 cd 2000 hrs  15

GU10 GZ10

GZ10/ESD
versions


