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Xenon technology 

20% energy savings compared to Hi-SPOT® 80 with same luminous intensity 

Uniform, symmetrical beam 

Minimized stray light losses - more light on application area 

Unique 4 segmented W-shape filament for optimal focussing of light beam, resulting  

in less stray light

Less heat generation  

100% dimmable 

Transformer free operation 

HI-SPOT® 80 ECO
Code Description Watt Volt  Beam Cap Colour Luminous Average Packing
    Angle  Temp Intensity Rated Life  Qty.

Hi-SPOT 80 ECO*      

0021148 Hi-SPOT  80 ECO 40W FL25º 40W 230V 25º E27 2800K 1100 cd 2500 hrs 15

0021150 Hi-SPOT  80 ECO 40W FL25º 40W 240V 25º E27 2800K 1100 cd 2500 hrs 15

0021149 Hi-SPOT  80 ECO 60W FL25º 60W 230V 25º E27 2900K 2000 cd 2500 hrs 15

0021151 Hi-SPOT  80 ECO 60W FL25º 60W 240V 25º E27 2900K 2000 cd 2500 hrs 15

* To be available from September 2010 

HI-SPOT® 80 ECO Friendly
NO MERCURY

40W = 50W
60W = 75W

Wattage Comparison
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Halogen light without the need for a transformer 

Unique, patented, spiral faceted aluminised reflector 

100% dimmable 

For use in mains voltage E27 cap downlights, spotlights and luminaires 

For accent or decorative lighting in retail, commercial and domestic applications 

Suitable for outdoor use when protected from direct contact with water 

HI-SPOT® 80
Code Description Watt Volt  Beam Cap Colour Luminous Average Packing
    Angle  Temp Intensity Rated Life  Qty.

Hi-SPOT 80         

0021131 Hi-SPOT 80 50W SP10º 50W 230V 10º E27 2900K 4000 cd 2500 hrs 15

0021132 Hi-SPOT 80 50W FL25º 50W 230V 25º E27 2900K 1100 cd 2500 hrs 15

0021133 Hi-SPOT 80 75W SP10º 75W 230V 10º E27 2900K 5500 cd 3000 hrs 15

0021134 Hi-SPOT 80 75W FL25º 75W 230V 25º E27 2900K 1300 cd 3000 hrs 15

0021161 Hi-SPOT 80 50W SP10º 50W 240V 10º E27 2900K 4000 cd 2500 hrs 15

0021162 Hi-SPOT 80 50W FL25º 50W 240V 25º E27 2900K 1100 cd 2500 hrs 15

0021163 Hi-SPOT 80 75W SP10º 75W 240V 10º E27 2900K 5500 cd 3000 hrs 15

0021164 Hi-SPOT 80 75W FL25º 75W 240V 25º E27 2900K 1300 cd 3000 hrs 15

HI-SPOT® 80
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