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TUNGSTEN HALOGEN
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LOW PRESSURE CAPSULE 

G4

G4 5/10W

GY 6.35

LOW PRESSURE CAPSULE
Code Description Watt Volt Cap Colour Luminous Average Packing
     Temp Flux Rated Life  Qty.

0022165 12V/5W   LP 5W 12V G4 2800K 40 lm 2000 hrs 100

0022241 12V/10W LP 10W 12V G4 2800K  100 lm 2000 hrs 100

0022242 12V/20W LP 20W 12V G4 2800K  250 lm 2000 hrs 100

0022246 12V/35W LP 35W 12V G4 2800K  500 lm 2000 hrs 100

0021021 12V/35W LP 35W 12V GY 6.35 2800K  520 lm 2000 hrs 100

0021022 12V/50W LP 50W 12V GY 6.35 2800K  900 lm 2000 hrs 100

0021994* 12V/75W HP 75W 12V GY 6.35 3050K 1600 lm 3000 hrs 50

0021995* 12V/100W HP  100W 12V GY 6.35 3050K 2300 lm 3000 hrs 50

* High performance - pressure        

G4 20/35W

GY6.35

(5W/10W/20W/
35W/50W

Compact size for optimum luminaire design 

Dimmable using a suitable dimmer for operation with a transformer 

Constant light output throughout lamp life 

5W/10W/20W/35W/50W capsules are suitable for use in open luminaires following  

Luminaire Standard EN 60598-1

75W/100W capsules are suitable for operating only in the Luminaire provided 

with a protective shield. 

Interior display, shop windows, restaurants and discotheque lighting 

Precision task lighting 

Excellent colour rendering (CRI=100) 


